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User Instruction Manual Swivel Connector SW-OV 
(European Standard: EN 354: 2010)

IMPORTANT: Users must read and perfectly understand the information 
provided by the manufacturer before using the devise. If you have 
questions on the use, care, application, or suitability of this equipment, 
please contact Prodigy Aerial.

1.0  APPLICATIONS

1.1  PURPOSE: Personal protective equipment (PPE)
     The swivel connector SW-OV is a load-bearing swivel used to reduce 
rope twisting while hauling climbing equipment in climbing situation. SW-
OV may also be used in rescue and static-load situation to hold a person 
who may be at risk of spinning.
1.2  Responsibility: This product must not be pushed beyond its limits, 
nor be used for any purpose other than that for which it is designed.
     Before using this equipment, users must:
     - Read and understand all instructions for use.
     - Get specific training in its proper use.
     - Become acquainted with its capabilities and limitations.
     - Understand and accept the risks involved.
     

WARNING: Failure to heed any of these warnings may result in severe 
injury or death.

2.0  NOMENCLATURE OF PARTS

(1) Main body, (2) Bearing, (3) Axle
Principal materials: aluminum alloy (body), steel (bearing), stainless 
steel (axle)
  

3.0  INSPECTION 

We would strongly advise having pre and post use controls carried 
out by qualified individuals, as indicated in the instructions for the 
specific device.
Except in the case of more stringent legal requirements, devices must 
be inspected at least once every 12 months and the inspections must be 
performed by a competent person that has been trained and authorized 
by the manufacturer. The outcome of these periodic inspections must be 
recorded on the device’s inspection chart.

Before each use, make sure that:
     - Verify there is no wear, cracks, deformation or corrosion on the 
frame.
     - Check that if the parts turn freely on the axle.
During use, regularly monitor that:
    - The condition of the product and its connections to the other 
equipment in the system.
    - All the pieces of the equipment in the system are correctly positioned 
with respect to each other.

WARNING: Do not use this swivel connector immediately if it has 
a crack, a sharp edge or burr, or any of the components are worn, 
corroded, deformed or missing, or irregular rotation or will not rotate.

4.0  COMPATIBILITY

Verify that this product is compatible with the other elements of the 
system in your application. Equipment used with the SW-OV must 
meet currrent standards.
(e.g. EN362 connectors)

5.0  INSTALLATION

A swivel connector is strongest when loaded on its major axis. Avoid 
any rubbing or cantilever loading. Keep the system under tension 
to avoid incorrect positioning of the swivel connector. The swivel 
connector must not be used in a fall arrest system without any 
energy absorber.



9.0  MAINTENANCE AND STORAGE

Device maintenance consists of:
- Frequent washing in warm clean water (30°c), possibly with the 
addition of neutral detergent, and dry it thoroughly. After washing and 
drying, lubricate the device sparingly and wipe off all residual lubricant.
- Avoid contact with corrosives such as battery acid, solvents or salt 
water.
- Always wash, dry and lube the device after contact with saltwater 
or salt air.
- Storage: Store all of your gear in a clean and dry environment, out 
of direct sunlight. Do not store the gears near heat sources, such as 
radiators or wood-burning stoves. Protect the swivel connector from 
corrosive materials, moisture and physical damage. 

10.0  GUARANTEE

Performance guarantee is 2 years with monthly average use and 1 
year with frequent everyday use. With the proper use and storage 
the manufacturer guarantees the preservation of the product’s main 
capabilities for 3 years from the manufacture date. The manufacturer 
is not responsible for improper or unauthorized in the alpinist work 
procedures use of this device.

WARNING: The life span of a device can be limited even to just one use, 
where it is involved in an exceptional event (hard falls or swinging falls, 
extreme temperatures, contact with harmful chemical reagents or sharp 
edges, etc.). When a device has been subjected to a major fall, fails to 
pass inspection, becomes obsolete or incompatible with more modern 
devices due to standards’ updates, or if you are not certain that the 
device is in a good condition, please stop using the device immediately.

11.0  ADDITIONAL INFORMATION 
 
This product meets the requirements of Regulation (EU) 2016/425 on 
personal protective equipment. 

- You must have a rescue plan and the means to rapidly implement it in 
case of difficulties encountered while using this equipment.
- The anchor point for the system should preferably be located above the 
user’s position and should meet the requirements of the EN 795 standard 
(minimum strength of 12 kN).

- In a fall arrest system, it is essential to check the required clearance 
below the user before each use, to avoid any impact with the ground or an 
obstacle in case of a fall.

- Make sure that the anchor point is correctly positioned, in order to limit 
the risk and the length of a fall.

- When using multiple pieces of equipment together, a dangerous situation 
can result if the safety function of one piece of equipment is affected by 
the safety function of another piece of equipment.

- Users must be medically fit for activities at height. 

- The instructions for use for each item of equipment used in conjunction 
with this swivel connector must be followed.

- Make sure the markings on the product are legible.

Manufacturer: Prodigy Aerial Ltd.
5F-1, No.194, Jhouzih St., Neihu District, 
Taipei City 11493, Taiwan (R.O.C.)
email: hello@prodigy-aerial.com

Notified Body:   1019 VVUÚ a.s., 
Pikartská 1337/7, Ostrava-Radvanice, 716 07, Czech Republic
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12.0  EXPLANATION OF LABELLING


